




Viewer Software  
By installing i-Dixel Viewer software on external clinic computers, 
all i-Dixel features can be utilized.

DICOM Support  
i-Dixel can be seamlessly integrated into a clinic network 
environment, and supports DICOM standards. DICOM 
(Digital Imaging and Communications in Medicine), creates 
and maintains an international standard for image data 
communication and storage, to achieve compatibility between 
various information systems in health care environments. 
DICOM enables the exchange of diagnostic images, 
examination data, and other relevant information regardless 
of the manufacturer or model of the medical imaging systems 
involved. It also supports the system architecture link to HIS/RIS.

i-Dixel Offers   
1. Modality worklist management service class  
2. Storage service class  
3. Modality-performed procedure step service class  
4. Print management service class

Other Key Features

XYZ view windowsnn
Reslicingnn
Zoomnn
Rotatenn
Histogramnn
Edge enhancementnn
Distance and angle measurementnn
Reversed imagenn
Mirror imagenn
Slice distance measurementnn
DICOM 3.0 compliantnn
Density controlnn
Spatial frequency filteringnn
Patient orientation displaynn
Density measurementnn
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Wheelchair Support

The Veraviewepocs 3D offers a width of up to 18.9“ (480 mm) 
to accommodate patients in wheelchairs. For patients with a 
wheelchair span greater than 18.9“, there is also an optional 
wall-mounted version available.
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Thinking ahead.



Specifications/Dimensions
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   Machine Dimensions & Suggested Operating Space Requirements

* The Veraviewepocs should be anchored to a concrete wall and floor.

   Machine Dimensions & Suggested Operating Space Requirements

)

 

Veraviewepocs 3D 
Panoramic

Veraviewepocs 3D 
Panoramic/Cephalometric

960 mm (38-3/4")

510 mm (20") 

40 mm (1-1/2") 2,
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Technical Specifications Veraviewepocs 3D

Panoramic/3D Image Panoramic/Cephalometric/3D Image

Trade name Veraviewepocs 3D

Model X550

Type
A4        Veraviewepocs 3D 40 Pan 

A8        Veraviewepocs 3D 80 Pan

B4        Veraviewepocs 3D 40 Pan/Ceph 

B8        Veraviewepocs 3D 80 Pan/Ceph

Input voltage EX-1: AC 120V 60 Hz, EX-2: 220/230/240 V 50/60 Hz

Power consumption  2.0 kVA

X-ray generator

	 Tube voltage 60–80 kV

	 Tube current 1–10 mA

	 Effective focal spot 0.5 mm

Panoramic image

	 Exposure time Fine high-speed mode approx. 7.4 seconds, super fine mode approx. 15 seconds

	 Mag. ratio 1.3, 1.5, 1.6

	 Positioning Electric motor and auto focusing optical distance sensor

Cephalometric image

	 Imaging area — LA 225 x 254 mm, PA 225 x 203 mm

	 Magnification ratio — 1.1

3D image

	 Exposure time Approx. 9.4 seconds

	 Size of imaging area Diameter 40 x Height 40 mm; Diameter 40 x Height 80 mm; Diameter 80 x Height 80 mm

Emission switch Deadman type

Dimensions

	 Main unit
W 1,020 x D 1,330 x H 2,355 mm  

 (W 40-1/8“ x D 52-3/8“ x H 92-3/4“)

W 2,000 x D 1,330 x H 2,355 mm  

(W 78-3/4“ x D 52-3/8“ x H 92-3/4“)

	 Control box
EX-1: W 96 x D 40 x H 115 mm — (W 3-3/4“ x D 1-1/2“ x H 4-1/2“), 

EX-2: W 70 x D 40 x H 115 mm — (W 2-3/4“ x D 1-1/2“ x H 4-1/2“),

Installation area 14.5 sq. ft. (1.35 m2) 28.0 sq. ft. (2.60 m2)

Weight Approx. 190 kg (418 lb.) Approx. 258 kg (568 lb.)

Imaging Program

Panoramic Magnification ratio

	 Standard Panoramic Standard, orthoradial, 
and shadow reduction 1.3 constant & 1.6 constant

	 Pedodontic Panoramic Standard, orthoradial, 
and shadow reduction 1.3 constant & 1.6 constant

	 Maxillary Sinus Panoramic Anterior and posterior 1.5 constant

	 TMJ 4 views 1.3 constant

• Refer to the Veraviewepocs 2D brochure for more details on panoramic/cephalometric 
images.

• Clinical images are provided by Kitasenju Radist Dental Clinic, i-View Imaging Center, Japan, 
and the Department of Dentomaxillofacial Radiology at University of Leipzig, Germany.

• X-ray protection should be provided for the patient when X-rays are emitted.

• X-ray cassettes should be handled very carefully.

• Design and specifications are subject to change without notification.

Cassette Type

Type of cassette Possible image

3D Image Pan Ceph

80 x 80 40 x 80 40 x 40 

80 x 80 x x

Multi-
function x x x

Pan/Ceph x x

Pan x
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Diagnostic/Imaging Equipment 

Treatment Units 

Instruments 

Laser Equipment 

Laboratory Devices 

Educational and Training Systems 

Auxiliaries

Thinking ahead. Focused on life.

In 1916, Junichi Morita started to 
import products of the leading  
dental equipment manufacturers 
into Japan, where demands for 
modern dentistry were growing.  
His venturesome attempts of  
supplying selected products for  
oral healthcare has grown steadily 
by receiving valuable support and 
guidance from the dental profession. 
His enterprising spirit lives through 
the decades, and all Morita Group 
Companies join in continuing to 
pursue marketing, distribution and 
services, as well as R&D and  
manufacturing, in collaboration with 
world leaders in healthcare products  
and research organizations.

Distributed by

J. MORITA USA, INC. 
9 Mason, lrvine, CA 92618 U.S.A. 
Toll Free: (800) 831-3222, Fax: (949) 465-1095, www.jmoritausa.com

J. MORITA EUROPE GMBH 
Justus-von-Liebig-Strasse 27A, D-63128 Dietzenbach, Germany 
Tel: +49-6074-836-0, Fax: +49-6074-836-299, www.jmoritaeurope.com 

J. MORITA CORPORATION AUSTRALIA & NEW ZEALAND 
247 Coward Street, Suite 2.05, Mascot NSW 2020, Australia 
Tel: +61 2 9667 3555, Fax: +61 2 9667 3577

J. MORITA MIDDLE EAST 
Saraya Al Wessam Bldg., Tower A, Appt. 902  
Cross roads Tag Roasaa & Abu Heif, Saba Pacha, Alexandria, Egypt 
Tel: 203 58 222 94, Fax: 203 58 222 96, www.jmoritamiddleeast.com

J. MORITA CORPORATION 
33-18, 3-Chome, Tarumi-cho Suita City, Osaka, 564-8650 Japan 
Tel: +81-6-6380-2525, Fax: +81-6-6380-0585 
www.asia.morita.com, www.oceania.morita.com

Developed and Manufactured by

J. MORITA Mfg. Corp. 
680 Higashihama Minami-cho, Fushimi-ku, Kyoto, 612-8533 Japan 
Tel: +81-75-611-2141, Fax: +81-75-622-4595, www.jmorita-mfg.com


